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Abstract
Nowadays spectrometers are useful in many applications such as bio-medical technol-
ogy among other industrial fields. State of the art low-cost spectrometers are usually
equipped with linear photoelectric array detectors (line detectors). This thesis cov-
ers part of the software development for a low-cost multichannel spectrometer using a
matrix detector instead of a linear array detector. The image acquisition including an
automatic integration time optimizer was implemented. Furthermore, algorithms for
data extraction and calibration were developed. Finally, the multi-channel-system with
the new software was compared with a high-resolution spectrometer and the results
were discussed.
Zusammenfassung
Heutzutage Spektrometer nützlich in vielen Anwendungen, wie in biomedizinischen
und anderen industriellen Bereichen. Der Stand der Technik der preiswerten Spek-
trometer sind mit linearen photoelektrischen Array Detektoren (Zeilendetektoren) aus-
gestattet. Diese Masterarbeit behandelt einen Teil der Softwareentwicklung für ein
low-cost Mehrkanal-Spektrometer, welches mit einem Matrix-Detektor anstelle eines
Zeilendetektor arbeitet. Die Bildaufnahme, die einen automatischen Optimierer der
Integrationszeit miteinschließt, wurde eingebaut. Desweiteren wurden Algorithmen
für die Datengewinnung und Kalibrierung entwickelt. Schließlich wird das Mehrkanal-
System und die neue Software mit einem hochaufgelösenden Spektrometer verglichen
und die Ergebnisse wurden diskutiert.
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Spectral imaging, which is used in bio-medical applications and industrial fields, has
been increased due to development in optical spectroscopy. In addition, one of its
advantages is to be a non-destructive method, thus the measurement can be repeated
without altering the sample. Thereby, it has the idea that a wide spread field of
applications for spectrometers exists. Nevertheless, the market limits the range of ap-
plications since they can not keep up with targeted cost requirements for consumer
products. Furthermore, a typical spectrometer includes several disadvantages that
prohibit a successful application as a hand held device, in field application and spe-
cially in low cost scenarios. A single item production system limits the possible lowest
production cost as well.
The aim is to use a photoelectric matrix detector, instead of the conventional linear
photoelectric sensor, and take advantage of image sensors in order to make a multi-
channel spectrometer which enhances robustness for field application and at the same
time show a high cost efficiency. Upgrading such a system using high resolution matrix
detectors provides new possibilities for applications. Moreover, using matrix detectors
can have redundancy to compute spectra. This can be used to validate and compensate
corrupted data. Additionally, it gives the possibility of displaying many spectra at the
same time. These features will address new areas of application and it expects that it
will become a consumer product. As the aim is to extend the range of applications,
the spectrometer will not be used only as a lab-device. Therefore, certain important
factors have to be considered, such as mechanical influences or environmental lighting.
Spectral imaging has applications in many fields and could be used in:
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• Fluorescence measurement, emission spectrum of fluorescent material, such as
fluorescent lamp or dye markers
• Environmental analysis of water solid and the like
• Perform spectral measurement and inspect LEDs or the like
• Film thickness measurement, white light interferometry is used to measure the
spectrum peak count, film refractive index and film thickness from light incidence
angle
• Pharmaceuticals, medicine, agriculture and biological engineering, among others
1.2 Problem
The first hurdle to overcome is to acquire an image that is good enough to recognize
information, some problems with external light, clearance produced during mechanical
assembly among others should be resolved; image sensor features are also important.
Once the image was digitalized, it must find a spectra orientation. Then, the channels
will be easily decomposed only depending on the space among the channels that can
be detected. Besides that channels are blurred, also some of them could have crosstalk.
Thus one type of light source should be proposed to guarantee a suitable decomposition.
When the channels are segmented, in order to find a correct light distribution, some
procedures will be required to compute spectra, as initially the accurate position of
wavelength is unknown. Finally the data should be computed considering the matrix
information and producing spectra in 2D axis, (wavelenght [nm] vs high [counts]).
Additionally, the energy lost through optical fiber have to be offset in order to display
reliable and useful results.
Time consumption is another challenge, as the the run-time would take several sec-
onds, some steps, which belong to calibration process, produce calibration files. This
would improve time consumption in next assessments. Since the spectrometer user will
have different environmental conditions, a standardization process will be needed to
yield the same results in each test.
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1.3 Objective of this thesis work
Using matrix sensor enables to convert a single channel into a multi-channel spectrom-
eter. The initial task is to acquire an image from a photoelectric matrix sensor. This
image should be good enough to yield data whose values will be used to compute spec-
tra. Then, image processing methods have to be applied to detect each channel and
extract the data. In order to implement algorithms using C/C++ and image processing
libraries the following tasks will be accomplished:
• Optimize the image acquisition for better signal-to-noise ratio
• Automatically find and parameterize image regions containing spectral informa-
tion (decomposition) in the image plane
• Extract data to compute spectra from the present image data and display them
• Examine methods to calibrate the multi-channel spectrometer and produce reli-
able results, develop a calibration/correction method which considers the warped
and distorted image data caused by mechanic influences
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Chapter 2
State of the Art
The combination of imaging and spectroscopy is known as spectral imaging. The first
one provides the amount of light at every pixel I(x, y), whereas a typical spectrometer
provides a single spectrum I(λ). The acquisition of a spectral images requires splitting
a light beam into its wavelength. The spectral methods can be divided first: the
wavelength-scan that measure for the images one wavelength at a time using a variable
filter, a set of filters, a liquid crystal variable filter or an acousto-optic variable filter.
Another method is the spatial-scan that measures the whole spectrum, but only a
portion of the image at a time. It uses a dispersion element, either a grating or prism. A
third method is the time-scan which is based on measuring data that is a superposition
of the spectral or spatial information. Therefore, it requires a transformation of the
acquired data to derive a spectral image, one of these methods is Fourier spectroscopy
[GYM07].
When only a 2D array detector is used (e.g. CCD array sensor), only the spectrum
of a single-point is acquired. This process should be repeated along one line if it is
desired to get a line (see figure 2.1a). Using a matrix-detector could acquire spectra of
many points which could be in a line (see figure 2.1b). Considering methods explained
above, multispectral imaging does not create the spectrum of light source, but acquires
different images in certain wavelenghts using filters (see figure 2.1c). Hyperspectral
imaging acquire image in narrow spectral bands creating data cube information (see
figure 2.1d). One considers I(x, y, λ) as either a collection of many images in which
each one is measured at a different wavelength or as a collection of many spectral
values at each pixel. Cameras with this kind of imaging were considered as handicraft
manufactured, fragile, price, bulky, not customizable and slow. Nowadays most of
these features have been enhanced [GYM07].
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Figure 2.1: Typical spectral imaging approaches (a) Points-scanning with a linear array detector
(b) Line-scanning using a matrix-detector (c) Multispectral imaging using a band se-
quential method (d) Single-shot, the snapshot mode can acquire a complete spectral
data cube in a single integration [LHW+13]
In addition, a spectrometer is a device to measure spectra. There exists different
types of spectrometers depending on the target. A multi-channel spectrometer can
be used to get spectra from different objects or light sources. It uses spatial-scan
method where light is diffracted by grating. If many spectra are acquired by a matrix
sensor, it will be possible to upgrade a single-channel to a multi-channel spectrometer.
Nevertheless it will be done only with a software development, neither new optical
system nor new hardware setup are proposed.
There is a wide range of spectrometers which are manufactured, for instance, by
Ocean Optics [Opt15c], Thorlabs [Tho14], among others. These are considered as
conventional spectrometer. All of them are single-channel. They use photoelectric line
detector and have high accuracy. Their price varies between 5 000e and 10 000e, the
aim is to achieve same results with low-cost devices which price are below 1 000e.
Lately, a new tendency exists to miniaturized spectrometer to expand its use for
new field-applications and assessment in-situ. Current mini-spectrometer are single-
channel as well. They have many advantages such as fast read-out speed, good dynamic
range and signal quality. Three major technologies exists for the miniaturization, using
micro mechanical system (MEMS), through modern interference filter and the classic
diffraction gratings. If the last ones are optimized, they could achieve competitive
results.
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In the industry many types of mini-spectrometer exist, some of them are even called
micro-spectrometers, with high sensitivity and wide wavelength region, but they require
external circuit to work [Ham15b]. Other products are plug&play and have a resolution
of 1.2 nm [Las15b]. Another similar spectrometer is shown in [Dev15]. Both use optical
fibers to lead light, but again, these are only single-channel. A light manufacturer
developed a mini-spectrometer which works in a spectral range 340 − 750 nm, high
sensitivity and precise calibration focused on the light measurement [Nor15]. Ocean
Optics also has its miniaturized spectrometer version [Opt15b]. It covers not only
350 − 800 nm, but also Ultra Violet (UV) and Near Infra Red (NIR).
All the existing mini-spectrometer are single channel, even commercial spectrome-
ters are single-channel. Mightex, an American brand, under the same concept have
joined many individual spectrometers in one device to gain up to six channels, increas-
ing the price, but providing until six light entrances for measuring. Mightex offers
to the market a compact multi-channel fiber spectrometer that features high spectral
resolution and high light throughput. The spectrum of each channel is dispersed by a
high-efficiency diffraction grating and then imaged onto a 2D CCD sensor. Light from
each channel occupies different rows on the CCD sensor. All channels are exposed
simultaneously, then rows associated with each channel are binned together to produce
a spectrum for the channel. The fiber channels are spaced out properly to essentially
eliminate crosstalk between adjacent channels. The standard CCD camera features a
1.3 MP Sony ICX205 imager with a 12-bit ADC [Mig15]. Specim spectral imaging,
finnish brand, found the way of convert a hyper-spectral camera to a multi-point spec-
trometer. The maximum number of fibres per camera is determined by the spatial
dimension of the detector array and diameter of the fibre used. It has a standard
configuration from 4 to 40 spectral channels, with customized optical fibres up to 100
channels [SPE16] (see figure 2.2). Both Mightex and Specim are not providing low-cost
devices.
There are not many information concerning a mini spectrometer with multi-channel
spectra. This new approach could be applied for hand held or field applications
[RCN15]. Some other approaches were proposed, for instance, using smart-phones,
taking advantage of cameras, and a nano imprinted diffraction grating, in pursuit of
low-cost and field portable spectra analysis as well [HCCJ15]. A mini-spectrometer
was used in bio-medical applications for rapid screening of skin cancer [DSW+15]. Al-
though these are single-channel spectrometers, a cost reduction was pursued. On the
other hand, parallel optical tomography in a multi-channels spectrometer that allows
simultaneous acquisition of up to eight channels and near-infrared spectrometer for
functional depth-resolved tissue examinations was developed [EPT+14].
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(a) (b)
Figure 2.2: Multi-point Spectrometer SPECIM (a) Multiple optical fibre inputs, it turns the hyper-
spectral camera to a multiple-point spectrometer (b) Multi-point inspection in a indus-
trial process [SPE16]
Some researchers tried to enhance spectrometers adding inputs. One approach was
done using an array interferometer trough Fourier spectrometer, which is resistant to
mechanical and climatic conditions [MATN06]. Another scientific group proposed the
use of monolithic miniature spectral sensor that was developed for multi-channel in
2006 [RMB+06]. In addition, using folded gratings was possible to get nine spectra in
a range of 300 − 700 nm. A processing system based on a commercial available ICCD
camera was used (1024 x 1024) [BQGZ11].
The use of a diffraction grating can reduce cost. Due to its flexibility, efficiency
and good resolution, it reduces the number of elements, but limits the optical design
in correcting imaging error, like field curvature. This new approach should be robust
and low-cost to enter successfully into market. Hence it is desired to reduce or elimi-
nate disadvantages of grating putting a higher afford on developing software to solve
some deviations which could appear. A small multi-channel spectrometer using matrix
sensor with eleven channels fulfilling the feature of low-cost requirement has not been
developed yet.




The process of acquiring spatial and temporal data information from objects receives
the name of imaging. Nowadays exist two major sensing circuits which are based either
on CCD (charge-coupled device) or on CMOS (complementary metal oxide semicon-
ductor) technology. The quality of an image determines the amount of information
that can be extracted. The sensor can be either a linear array 1D or a matrix array
2D. Since the matrix sensor is used, image processing becomes possible. Image process-
ing is operate images using mathematics operations, the output of image processing
may be either an image or a set of characteristic or parameters related to he image
[GW08]. Thus it can detect and compensate some geometric deformation by algorithm.
Furthermore read out several spectra simultaneously through image segmentation, the
image contains many channels, so subdividing an image into a number of uniformly
homogeneous regions, besides each homogeneous region is a constituent part the entire
image [AR05], or use many pixels to compensate the lesser sensitivity that this matrix
sensor has in contrast to linear detector.
The acquired images are characterized for [GYM07], (1) Spatial resolution determines
the closest distinguishable features. It depends mainly of the size and the number pixel
of the image detector. Spatial resolution also depends on the signal quality. (2) The
lowest detectable signal depends on the quantum efficiency of the detector (the higher
the better), the noise level of the system (the lower the better), the numerical aperture
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of the optics (the higher the better), and the quality of the optics. (3) Dynamic range
of the acquired data determines the number of different intensity levels that can be
detected. (4) Field of View (FOV) determines the maximal area that can be imaged.
(5) Other parameters include the exposure time range.
3.2 Spectroscopy
Spectroscopy is known as dispersion of electromagnetic radiation using different meth-
ods. Exist some physical effects that make it possible, for instance, interference, absorp-
tion, diffraction and refraction. The instrument used to measure is named as optical
spectrometer (spectrophotometer, spectrograph or spectroscope) [Wik16e]. Isaac New-
ton made experiments using a prism to split the light in 1666, being this the first known
spectrometer [BM12]. Joseph von Fraunhofer replaced a prism with a diffraction grat-
ing as the source of wavelength dispersion in 1821. The electromagnetic spectrum have
different range, but only one range is visible by human eyes, known as visible range,
ultraviolet and infrared rays are the closer range, but they are no visible, although
these can be detected by spectrometers. Nowadays the most widely used spectroscopic
technique for studying liquids and gases due to its simplicity, accuracy and ease of
use is absorbance. It can be used as a qualitative tool to identify substances, or as
measure the concentration of a molecule in solution. It has the advantage of being a
non-destructive method [Opt16a].
3.2.1 Visible light range
A part of the electromagnetic spectrum of light which can be observed by the human
eye is known as visible light or visible spectrum, its range is between 390 nm to 700 nm
[SES10]. Some animals can see light with frequencies outside the visible range; which
is shown in figure 3.1.
Figure 3.1: Visible Spectrum [Kai06]
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Spectral imaging combines spectroscopy and imaging, two well-known scientific method-
ologies, to provide a new advantageous tool. Spectral imaging technology has been
originally substantiated within remote sensing fields, such as airborne surveillance or
satellite imaging, and has been successfully applied to mining and geology, agriculture,
military, environmental and global change research [Goe09].
3.2.2 Diffraction gratings
In optics, the optical element, which splits and diffract light into several beams, is
known as diffraction grating. It acts as a dispersive element, the directions of these
beams depend on the spacing of the grating and the wavelength of the light. Because
of this, gratings are commonly used in monochromators and spectrometers as is shown
in figure 3.2.
The principles of diffraction gratings were discovered by James Gregory, about a year
after Newton’s prism experiments, initially with items such as bird feathers. The first
man-made diffraction grating was made around 1785 by Philadelphia inventor David
Rittenhouse, who strung hairs between two finely threaded screws. This was similar
to notable German physicist Joseph von Fraunhofer’s wire diffraction grating in 1821
[Wik16c].
Figure 3.2: Diffraction Grating Spectrum [Tub11]
There are two types of diffraction gratings: ruled gratings and holographic gratings.
Ruled gratings are created by etching a large number of parallel grooves onto the surface
of a substrate, then coating it with a highly reflective material. Holographic gratings,
on the other hand, are created by interfering two UV beams to create a sinusoidal
index of refraction variation in a piece of optical glass. This process results in a much
more uniform spectral response, but a much lower overall efficiency.
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While ruled gratings are the simplest and least expensive gratings to manufacture,
they exhibit much more stray light. This is due to surface imperfections and other
errors in the groove period. Thus, for spectroscopic applications (such as UV spec-
troscopy) where the detector response is poorer and the optics are suffering more loss,
holographic gratings are generally selected to improve the stray light performance of
the spectrometer. Another advantage of holographic gratings is that they are easily
formed on concave surfaces, allowing them to function as both the dispersive element
and focusing optic at the same time [BWT15b].
The slit, the grating, and the detector works together with different optical com-
ponents to form a complete system. This system is typically referred to as the spec-
trograph, or optical bench. While there are many different possible optical bench
configurations, the three most common types are the crossed Czerny-Turner, unfolded
Czerny-Turner, and concave holographic spectrographs (shown in figure 3.3, 3.4 and
3.5 respectively).
3.2.3 Czerny-Turner
The crossed Czerny-Turner configuration has two concave mirrors and one plane diffrac-
tion grating, as illustrated in figure 3.3. The focal length of mirror 1 is selected such
that it collimates the light emitted from the entrance slit and directs the collimated
beam of light onto the diffraction grating. Once the light has been diffracted and sepa-
rated into its chromatic components, mirror 2 is then used to focus the dispersed light
from the grating onto the detector plane.
Figure 3.3: Crossed Czerny-Turner Spectrograph [BWT15c]
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By optimizing the geometry of the configuration, the crossed Czerny-Turner spec-
trograph may provide a flattened spectral field and good coma correction. However,
due to its off-axis geometry, the Czerny-Turner optical bench exhibits a large image
aberration, which may broaden the image width of the entrance slit by a few tens of
microns. Thus, the Czerny-Turner optical bench is mainly used for low to medium
resolution spectrometers [BWT15c].
Czerny-Turner optical benches cause a fairly high level of stray light. One simple
and cost-effective way to mitigate this issue is by unfolding the optical bench as shown
in figure 3.4 below. This allows for the insertion of “beam blocks” into the optical path,
greatly reducing the stray light and, as a result, the optical noise in the system. This
issue is not as damaging in the visible and NIR regions where there is an abundance
of signal and higher quantum efficiencies, but it can be a problem for dealing with
medium to low light level UV applications. This makes the unfolded Czerny-Turner
spectrograph ideal for UV applications that require a compact form factor [BWT15c].
Figure 3.4: Unfolded Czerny-Turner Spectrograph [BWT15c]
3.2.4 Concave Holographic
The third most common optical bench is based on an aberration corrected concave
holographic grating (CHG). Here, the concave grating is used both as the dispersive
and focusing element, which in turn means that the number of optical elements is
reduced. This increases throughput and efficiency of the spectrograph, thus making it
higher in throughput and more rugged. The holographic grating technology permits
correction of all image aberrations present in spherical, mirror based Czerny-Turner
spectrometers at one wavelength, with good mitigation over a wide wavelength range
[BWT15c].
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Figure 3.5: Concave-Holographic Spectrograph [BWT15c]
3.3 Optical fiber
An optical fiber is a flexible, transparent fiber made by drawing glass (silica) or plastic
to a diameter slightly thicker than that of a human hair [Ass16]. These are normally
use to transmit light between two ends of the fiber and are used widely in fiber-optic
communications. Fibers are also used for illumination and are wrapped in bundles so
that they may be used to carry images, thus allowing viewing in confined spaces, as in
the case of a fiber-scope [Oly16]. It also is used widely as a medium for telecommuni-
cation and computer networking because it is flexible and can be bundled as cables. It
is especially advantageous for long-distance communications, because light propagates
through the fiber with little attenuation compared to electrical cables. This allows long
distances to be spanned with few repeaters.
A fiber optic can be compared with “water pipe”, it directs water from one location
to another by guiding it through twists and turns to the desired location, the fiber
optic optics guide light waves in a similar fashion. It will lead light into a spectrom-
eter or other optical detection system. This is achieved by a process known as total
internal reflection. The choosing of optical fiber has two key factor: core diameter and
absorption.
1. Core diameter, since all of the light in a fiber optic is collected in the core,
the diameter of the core directly correlates to the amount of light that can be
transmitted. Based on this principle, it would seem intuitive that a larger core
diameter will improve the sensitivity and signal-to-noise ratio of a spectrometer.
While this is true to a certain extent, there are other limiting factors that need
to be considered when selecting the right fiber optic [BWT15a].
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2. Absorption, another important factor to consider is the absorption properties of
the fiber optic. If the light is absorbed by the fiber, it will never be detected by
the spectrometer. For these reasons, to pay close attention when selecting a fiber
for a specific application is extremely important.
In a multi-channel spectrometer many optical fibers are needed, it allows measure
different objects at the same time, so the use of fiber optic bundles are required. A
fiber optic bundle is defined as any fiber optic assembly that contains more than one
fiber optic in a single cable. The most common example of a fiber optic bundle is
known as a bifurcated fiber assembly.
3.4 Exposure time
The exposure time is a term used in photography which refers to the time that a
photographic film or electronic image sensor is being exposed to light, where exposure
is the amount of light per unit area as determined by shutter speed, lens aperture and
scene luminance.
An image is overexposed when the amount of light that the image sensor receives
overcome the maximum level which this sensor can detect, thereby it has a loss of
highlight detail. On the other hand, an image could be considered as underexposed
when it has a loss of shadow, the time that image sensor receives light is too short and
the image turns too dark [Wik16a].
3.5 Hot Pixel
Hot Pixels or defective pixels are some detectors which are included in the image
sensor and not performing as expected, indeed, they are damaged. Normally, these are
found in sensors CCD or CMOS. Usually these pixels are invisible, but if each pixel
is inspected, it can be detected because never changes its value. It could appear as a
dark pixel, which never pases light over it, or bright which allows all light pass through
it, creating a bright white pixel.
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It is caused because the sensor which collects photons, named as pixels, establish
electric charges to these photons, then the values are read as analog voltages to be
later digitized. Sometimes leakage currents are electric charges which leak into sensor.
These excess electric charges increase the voltage at the well (pixel) and make it look
brighter than it should. Manufacturing variations will cause some pixels to have much
more leakage current than others. These few pixels on each sensor are called “hot”
[Roc16].
3.6 Optical Filters
Optical filters transmit light of different wavelengths, usually implemented as plane
glass or plastic devices which have interference coatings. The optical properties of
filters are completely described by their frequency response, which specifies how the
magnitude and phase of each frequency component of an incoming signal is modified
by the filter [MZ99]. Filters mostly belong to one of two categories. The simplest,
physically, is the absorptive filter; then there are interference or dichroic filters. The
absorptive filters ar made from glass, these compounds absorb some wavelengths of
light while transmitting other.
3.6.1 Dichroic filter
Dichroic filters (also called “reflective” or “thin film” or “interference” filters) can be
made by coating a glass substrate with a series of optical coatings. Dichroic filters
usually reflect the unwanted portion of the light and transmit the remainder.
Dichroic filters use the principle of interference. Their layers form a sequential series
of reflective cavities that resonate with the desired wavelengths. Other wavelengths
destructively cancel or reflect as the peaks and through of the waves overlap. They
can be used in devices such as the dichroic prism of a camera to separate a beam of
light into different coloured components. The basic scientific instrument of this type is
a Fabry–Pérot interferometer. It uses two mirrors to establish a resonating cavity. It
passes wavelengths that are a multiple of the cavity’s resonance frequency [Wik16d].
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3.6.2 Full width at half maximum
Full width at half maximum (FWHM) is an expression of the extent of a function
given by the difference between the two extreme values of the independent variable
(x1 − x2) at which the dependent variable is equal to half of its maximum value
fmax/2
(see figure 3.6). In other words, it is the width of a spectrum curve measured between
those points on the “y-axis” which are half the maximum amplitude. Half width at
half maximum (HWHM) is half of the FWHM. FWHM is applied to such phenomena
as the duration of pulse waveforms and the spectral width of sources used for optical
communications and the resolution of spectrometers.
The convention of “width” meaning “half maximum” is also widely used in signal
processing to define bandwidth as “width of frequency range where less than half the








Figure 3.6: Full width at half maximum [Wik16b]
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Implementation
Typically an assembled spectrometer consist of three parts, the sample mount, the
optical system and the electronic transducer. This thesis is focused on take advantage
from a simple version of a spectrometer which design is displayed in figure 4.1. The
light is transmitted throughout optical fibers. It represents the entrance optic and
the slit as is shown in scheme; then, the light is diffracted by grating and finally the
photoelectric sensor receives spectra.
Figure 4.1: Principle structure of diffraction grating base spectrometer design - most classic minia-
turized spectrometers have this or similar structure [RCN15, Fig. 1.1]
The main advantage of the proposed design, in comparison to other spectrometers,
is the multi-channel entrance with 11 optical fibers. Consequently, it enables acquiring
11 different spectra. As shown in figure 4.2, the 11 fibers transmit light, then an image
is acquired by a CMOS sensor. Immediately after, data is sent to computer through
USB 3.0. Afterwards the data will be processed using C++ and OpenCV library.
Additionally some libraries provides by manufacturers will be used. A simple model
has already been assembled for previous researches and still being suitable for improve
results about the topic.
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Diffraction grating Optical Fiber
Image Sensor USB 3.0
Figure 4.2: System structure, the system requires to be connected with a computer through USB
3.0, it does not need external energy source
4.1 Image acquisition
Photoelectric matrix sensor acquires image data from which spectra should be ex-
tracted. The first step ought to be check all the image sensor features which is man-
ufactured by Ximea. They furnish “XIMEA API software” package in order to drive
their hardware. It is available in web page for all operating systems [Xim15f], Microsoft
Windows 7 with Microsoft Visual Studio 2012 compiler (MSVC2012) will be used. The
sensor has USB 3.0 and could be connected directly with computer. However it must
also have USB 3.0 port; otherwise, it will not connect. The connection could not work
correctly whether USB 2.0 is used. When all the setups have been done, the features
are displayed on screen through “xiCOP”, one of the manufacturer’s softwares. Control
panel shows exactly the model sensor in use. If the software does not display the image
sensor, the connection must be checked or done again.
The manufacturer model is MQ013MG-E2-BRD and the sensor model, EV76C560
(see figure 4.4, appendix A). This sensor is complementary metal-oxide semiconductor
(CMOS) type. It was designed on e2v’s proprietary Eye-On-Si CMOS imaging technol-
ogy. Its design has good performance in low-light conditions, also it has high-readout
speed of 60 fps in full resolution. Very low power consumption enables this device to
be used in battery powered applications [E2V15].
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Figure 4.3: xiCOP - Ximea Control panel
Figure 4.4: The Image Sensor was manufactured by Ximea GmbH [Xim15b]
Ximea offers “xiAPI” software, an Application Programming Interface (API), which
is an interface for all Ximea Cameras between the camera system and applications
[Xim15d]. Since the software is implemented using C++, the “xiApi.h” header has
to be included. Among the camera features, the most relevant are that the sensor is
monochromatic and has 10-bits depth of ADC resolution. It means that each pixel
has intensity values between 0-1023 and advantage from this feature must be taken.
Furthermore, as the images have 10-bits, they should be stored as “Portable Network
Graphics” using file extension PNG. It supports images with bit depth higher than
8-bit, later when the images will be loaded; all the data will be available. If it is saved
with JPEG extension, the images will be reduced to 8-bits, losing valuable information.
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The acquiring process is important since a good quality image enhances the re-
sults, this approach will grant reliable images by controlling a suitable Exposure Time
tET [ms]. The exposure time can work from 16 µs until 10 sec according to their tech-
nical sheet [Xim13, p. 22]. Nevertheless, experimentally it recommends only set val-
ues between 100 µs to 1000 ms, out of this range the Ximea API crashes returning
XIA(b598):xiSetParam (exposure) Finished with ERROR: 11. Setting
tET = 500 ms, image with LED white light looks good as shown in figure 4.5a. How-
ever, when incandescent light bulb is used, the image is overexposed. Many pixels have
reached 1023 and valuable information is being lost (see figure 4.5b).
(a) (b)
Figure 4.5: (a) White light source (tET = 500 ms) (b) Incandescent light bulb (tET = 500 ms)
In order to learn how image sensor works, the input value (Exposure Time) was
changed increasingly with equal steps. Meanwhile, the observed parameter was the
pixel with highest value in the whole image (maxi [counts], the intensity per pixel be-
tween 0 - 1023); although, only one pixel is being checked. Some sensor has manufactur-
ing defects known as “hot pixel”, these values should be neglect using a command from
Ximea API, correction of sensor defects could be done setting xiSetParamInt(xiH,
XI_PRM_BPC,1) [Xim15e]. Considering now that there is not defective pixels, the
observed value is maxi. Then, using different light sources (see figure 4.6a), the lowest
value occurs without light source. LED white light is higher; but it does not attain
the top. On the other hand, when incandescent light bulb is used, rapidly a highest
value is attained. Nevertheless, knowing how many pixels have a value of 1023 is not
possible. Perhaps, another problem could happen here, overexposure. If an image is
overexposed, data will be lost. Thus Auto Exposure (AE) control should be done.
The aim is to have at least one pixel with the highest value, which means that all
the range (0 - 1023) is been used, taking advantage from Ximea 10-bits ADC. If the
image is overexposed, time should be reduced until the image has less than 30 pixels
(avoiding data loss) with 1023 (npixels=1023 < 30). Some light sources can not reach
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Set Point = 1023
tET = 600 ms
tET = 800 ms
tET = 1000 ms
(a) (b)
Figure 4.6: System response to Exposure Time checking a single pixel, the highest. (a) Relation be-
tween Exposure Time and intensity per pixel (maxi) depending on light source (b) Effect
of different Exposure Time on intensity value using white light (LED) versus time domain
set point (0 < npixels=1023 < 30). Furthermore, they can not reach the minimum value
of 1023, even if the exposure time is the admissible maximum value (tET = 1000 ms).
It yields steady-state error as is shown in figure 4.6b; where the reached maximum
value was approximately maxi = 950. Besides, the results are almost similar using
600 ms, 800 ms and 1000 ms. Meanwhile there is a marked difference among the lower
values tET . Thus, the system should be able to balance brightness changing tET until






r(k) + e(k) y(k)
−
ym(k)
Figure 4.7: Photoelectric matrix sensor feedback system
• System, image sensor is a system which its internal parameters are unknown.
Input signal u(k) is the value of exposure time which is settable using xiAPI.
Output of the system y(k) is an image which contains spectra. The system could
receive external disturbance due to external light.
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• Measurements, to make feasible the control, the highest value will be computed
from every image using minMaxIdx from OpenCV, which read every pixel and
save the maximum value and the minimum within range (0 - 1023). If 1023 is
attained, getting histogram with calcHist, pixels with a value of 1023 can be
counted (npixels=1023 → np).
• Controller, it will work with error in two range, first between 0 - 1023, reading the
value of each pixel, and above 1023 counting pixels with 1023. The acceptable
range should be between 0 and 30 pixels.
The set point is 0<np <30 and the first approach will be using proportional control.
np depends of changes in ym (equation 4.1a). Whether np value is less than 30, it
means the set point is between 0 and 30 pixels with 1023. If there are more than 30,
the control must drop the values until reach the set point (equation 4.1b). Furthermore,
error e(k) will not be similar in both ranges (equation 4.1c); hence two different k are
needed. The first one kp will help to reach the set point; meanwhile the second, kp2 ,
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np(k) < 30, e(k) = r(k) − ym(k)








np(k) < 30, u(k) = kp · e(k)
np(k) > 30, u(k) = kp2 · e(k)
(4.1d)
As the image sensor is an unknown system, it was checked using random kp values,
then responses with LED white light and incandescent light bulb are compared as can
seen from figure 4.8, during this test the set point was 700. As illustrated by figure 4.8a,
white light has a slow response when kp = 1. However, it is much better with kp = 100
and kp = 200. The set point is reached in less than 10 frames using the same values.
When incandescent light is used (see figure 4.8b), the response is faster with kp = 1
due to its light is more intense. If kp = 100 is used, the system is over damped and
with oscillations near the set point; but, when it uses kp = 200, the system becomes
unstable. Experimentally, the output starts to oscillate when kp is 180 (kp = ku = 180).
Using Ziegler–Nichols method [ZN42] for proportional control, the kp recommended is
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half of the ultimate gain (0.5ku). Afterwards, kp2 can be found experimentally using
values kp2 = 0, 100, 200, 300, etc. Meanwhile, a low value is used, the system takes
longer to drop from overexposure. However, if the value is too high, it will became
unstable. The value recommended after various assessments is kp2 = 400.







































































Figure 4.9: Response versus time domain of Auto Exposure time based on Proportional control
Subsequently, values found in the system were checked. The responses were steady
and good enough in spite of certain disturbances as show in figure 4.9. Here the “y-
axis” is only until 1023, reading values higher than it (only 10-bit resolution) is not
possible. The same axis is being used to show the quantity of pixels with 1023. The set
point is to have a number of pixels with a value of 1023 between 0 and 30. The LED
white light is slower reaching the maximum value and takes approximately 20 frames;
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although it presents steady-state error impossible to solve due to it depends on external
conditions such as light source intensity. Then, the intensity is not strong enough to
reach the set point (green points). On the other hand, when a more intensity light is
used, like the bulb, it reaches set point prompt, among 2 or 3 frames and keeps steady
(red points). Finally, the last test was interchanging both light simulating external
disturbances and the responses were good and prompt, (blue points). These results
are shown in figure 4.9 and are enough to achieve the main aim which is get spectra
from image; even so, the system could be improved in future works.
The program is based on Ximea’s samples code, this shows how to capture one
raw image data from sensor without any post-processing [Xim15d]. As the aim is to
made some basic image process and then save the image, it has to be processed using
OpenCV; furthermore the manufacturer gives some support to do it [Xim15c]. Sum-
marizing the acquisition process, the flowchart (see figure 4.10) explains the process.
• Setup device, firstly a device is created and open in order to have hardware
access. It could be done using xiOpenDevice. Once the device is open, using
xiGetParamInt, features from device can be read. Then, depth image (10-bits
in this case) is requested, xiSetParamInt activates correction of sensor defects
(XI_PRM_BPC) and (XI_PRM_LED_SELECTOR) turns off leds (digital outputs). Then,
memst sets the first num bytes of the block of memory pointed to receive image
from image sensor [Xim15e].
• Create variables, it create variables and set the initial values
– Matrix m, to save the current image
– SPy = 1023, set point to spread the image in all the range available
– SPn = 30, minimum number of accepted pixel to avoid overexposure
– np = 0, it saves the number of pixel with a value of 1023, pixels
– kp = 90, proportional factor considering [np 6 30]
– kp2 = 400, proportional factor when np > 30
– r = 0, set point depending on np
– u = 0, input signal to system, [µs]
– e = 0, error between set point and current value
– ym = 0, value of the highest pixel in image(0 - 1023), [counts]
– tET = 0, exposure time, [µs]
• Read Ximea buffer, put image in Matrix m (Class Mat, OpenCV) denoting it
has 10-bits and is in gray scale (CV_16UC1) to work with
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Figure 4.10: Flowchart of Auto-Exposure Time
• Saturation, it limits values between tET = 100 µs and tET = 990 ms
• Set tET , set exposure time (µs) in device
• Fix tET , once the system is steady, the user can fix the value
• Save picture, user determines when the image is saved
The complete code is attached as “DisplayCamera” within folder “Program” in CD-
ROM.
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4.2 Finding orientation
Now, images with good quality can be stored; as next step, they must be uploaded
into a new program to process the data. The aim is to compute 11 spectra, but first,
the image region, where each spectrum is located must be found. The newly images
contain spectra from LED white light (see figure 4.11), one of them is considered as
reference because this light source is evenly spread and allows to view 11 channels.
Perhaps, spectra could be rotated or not due to mechanical assembly of grating. How-
ever, the system should be able to get their orientations. The imported image size is
1280 x 1024 pixels; moreover, it is monochromatic and has “.png” format.












Figure 4.11: Newly acquired image from sensor using LED white light
When the image is loaded in C++, through OpenCV (imread), the color type
of image should be specified. It is a gray scale image (CV_LOAD_IMAGE_GRAYSCALE)
and 10-bit depth (CV_LOAD_IMAGE_ANYDEPTH), otherwise, the image can not be used;
normally 8-bit images are assessed. Using OpenCV, “depth” means the quantity of
bits that each pixel has. Most of algorithms in OpenCV run with 8-bit image; thus, if
it desires to work with it, some changes will be done in the image in order to display
and manipulate in C++. The best option in depth is 32-bit floating point, thereby
a function was developed in order to convert an image from 10-bit to 32-bit floating
point depth. The function is detailed in program 4.1. Basically it accesses pixel per
pixel and then, each pixel into the maximum value of each type, in our case 10-bits
has a value of 1023, which is used as divisor. The new image has values between 0.0
and 1.0 at floating point precision.
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1 //Convert an image from CV_16UC1 to CV_32FC1
2 void Convert16UTo32F(Mat image, Mat &sal,int bdepth){
3 double nbits=pow(2,bdepth); //Number max of 2^bdepth
4 int i= image.cols;//1280
5 int j= image.rows;//1024
6 for (int k=0; k<i; k++) {
7 for (int l=0; l<j; l++) {
8 float val =image.at<char16_t>(l,k);
9 //Read the current value in the first matrix
10 sal.at<float>(l,k)=val/(nbits-1.0);




Programm 4.1: Convert an image from CV_16UC1 to CV_32FC1














Figure 4.12: Histogram of white light source and background with tET = 620 ms
Spectra will not be diffracted always having the same orientation, it could change due
to mechanical influences. Working on the whole image, blur filter (kernel size(3x3))
was employed, the filter is expressed in equation 4.2 [Ope15a]. Later, a threshold
filter helps to detach the region from background. When it and white light image are
compared looking at their histogram (see figure 4.12), the peak in both case are near
to 100 pixels (white dashed line). The background has values approximately until 250.
Then, if threshold value is the value where the highest intensity is (≈ 100) plus its half
(≈ 150) (red dashed line), it will stay only the patch of channels. This threshold value
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After applying both filters, output enables to watch main patch. Now, the matrix
are in floating points (0.0 − 1.0), but to use other OpenCV tools, it needs to change in
8-bit image. It can be done dividing all the image by the highest value from the image
(function convertScaleAbs). Continue working with 10-bits is not significant
in this section. Then, using function findContours retrieves contours from the
binary image using the algorithm Suzuki [S.S85]. This algorithm return an array of
points which describes contours. They were drawn with red color in figure 4.13 step










Then using these arrays, the area of each contour is calculated with contourArea
using a special case of Green’s theorem, Shoelace formula, which was described by
[Mei69]. It is a nifty formula for finding the area of a polygon given the coordinates of
its vertices [PSW16]. Consider a polygon made up of line segments between N vertices
(xi, yi), i=0 to N − 1. The last vertex (xN , yN) is assumed to be the same as the first,







(xiy(i+1) − x(i+1)yi) (4.4)
Later, all of the calculated areas are compared and the number of the biggest area
(kmax) is stored. This contains the spectra area. Each array of points can be considered
as a polygon; thus, the center of mass can be computed. The centroid of a non-self-





































Here, the considered points are consecutive vertices in order of their ocurrance along
the polygon’s perimeter. Moreover, its last point is also the start point (closed area).
This values were computed for all the found blobs and were printed as orange circles in
figure 4.13 as result of step (1) as well. Class Moments from OpenCV computes the
same points calculating the spatial moment. This concept can be extend to discrete
images by forming spatial summations over a discrete image function F (i, j) [Pra07].
OpenCV computes the spatial moments as shown in equation 4.6 [Ope15c]:





(array(x, y) · xj · yi) (4.6)
A moment represents a specific quantitative measure. The points represent an area,
then the zeroth moment (m00) is the total area. The first moment (m10, m01) divided
by the total area is the center, named as “center of mass” or “center of gravity”, so








Now, the biggest contour area, where spectra are located, is known (contourskmax)
and its center of mass (x, y) as well. In step (2) center of mass (x, y) will be printed as
a green circle; then, the minimum area enclosing the points is computed (function
minAreaRect). Simple way to get the smallest-area enclosing rectangle can be gen-
eralized in two ways: several sets of calipers can be used simultaneously on one convex
polygon, or one set of calipers can be used on several convex polygons simultaneously.
“The rectangle of minimum area enclosing a convex polygon has a side collinear with
one of the edges of the polygon” [Tou83].
The reference image should be taken from light source which one the spectrum is
spread as much as possible in the visible range (400 nm - 780 nm). Sunlight or LED
white light can furnish it. Using LED white light spectra are uniformly spread. It is a
source easy to get; besides, it is reliable. Hence, LED white light source is recommended
for calibration process.
Afterwards minAreaRect, which uses Class RotatedRect, is used, the process
returns 4 points (P1, P2, P3 and P4) which are saved in a RotatedRect object. Points
are printed in figure 4.13 as yellow lines. If the points are known, measure their sides
will be possible. (P1P2, P2P3, P3P4 and P4P1). Since the side, which is parallel to
direction channels, is the largest than the orthogonal lines, orientation channels can be
calculated. In this test, P4P1 is the largest side and is drawn as green line. Rotation
angle can be obtained getting the arctangent (atan2) using P1 and P4. Later, in
step (2) a orthogonal line, which is crossing exactly center of mass (red line), must
be calculated. This new line will cross all the channels. If every pixel along this
perpendicular line is checked, spacing points among channels can be found. This
orthogonal line is going to be the inspection line (Ln) and it will be used to find
separating points among channels. Finally, in step (3), the starting position is set. As
it is unknown where exactly each spectrum begins, to start the inspection the initial
point is fixed to the left, a third of the longest side. All the sequence followed is shown
in figure 4.13 and the code is attached in appendix F.









Figure 4.13: Finding orientation process, firstly the image is blurred; then, a threshold filter, with
the value of intensity peak plus its half, is used (1) find contours and center of mass
for all blobs (2) consider only the biggest blob, find the minimum rectangular enclosing
area and its largest side in order to calculate its orientation. Compute a orthogonal
line which crosses center of mass (3) finally, the orthogonal line is shifted third part of
the largest size to the left.
The system stores in memory an angle which is the spectra inclination. It could work
with an initial image even though, it is rotated 90◦. When the process was carried out,
the inclination was always found. This procedure should be repeated thousand of times,
in many different condition in order to find some specific cases where the system fails.
It could be an interesting quality control.
Mention that this procedure would work only if the number of channels is 11 or less
is important. With more channels another criteria should be taken. This is because the
largest size would not be parallel to spectra and a wrong direction would be considered.
However, it works quite well in the current conditions. This could represent a drawback
which should be improved in future works.
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4.3 Image decomposition
In order to yield good results at least two images must be acquired, one is reference
image from LED white light and the other is background image which must be taken
in dark. Moreover, there are “hot pixels” and they distort the information obtained.
Fortunately, these pixels will be discarded when the background is subtracted. Fig-
ure 4.14a displays the original image which has been acquired with tET = 620 ms,
subsequently in figure 4.14b background has already been subtracted. Afterwards, the
11 spectra are clearer than before.
(a) (b)
Figure 4.14: Reference image to detect channels (a) White light LED, tET = 620 ms
(b) Background subtracted, tET = 620 ms
Apparently both images look similar; however, the noisy background was erased.
The new image is sharper and space among channels are darker. Both images have
been taken with the same exposure time. Otherwise, negative values could appear
hindering decomposition process. If one random vertical line along the image is in-
spected, differences between original image and the new one without background can
be observed (figure 4.15). Besides, that some noise has been removed is noticed.
Knowing the inclination angle and the start line, the new image, as result of back-
ground subtraction, can be used to work. If each pixel along the start line is checked,
intensity changes can be detected. Ideally, this test line (Ln) would be vertical, in this
case, there is no problem because only one column of the image would be inspected (i.e.
[100;0:1024]). Nevertheless, when the test line is rotated, the size of this line is bigger
than the number of columns. This new line has pixels which floating (x, y) coordinates
(see appendix G). Reminding, pixel in original image are integer number; therefore,
these values do not fit exactly with the existing position, e.g. the pixel P (x, y), which
is shown in figure 4.16a, fits in a pixel, red box, although it is not the middle. Thus, it
Master Thesis of Mario Eduardo Zárate Cáceres
4 Implementation 32














Figure 4.15: Data from random vertical line
should not take the value from that pixel. But if neighbor points are considered, the
green ones, computing the average value of this new floating point is possible. Image






















Figure 4.16: (a) Test line along image (b) Bilinear Interpolation
The pixel P (x, y) and its neighbor pixels were extracted and displayed in figure 4.16b
to explain how the method works. First the method make an interpolation in “x-axis”
(equations 4.8a), then repeat the same process in “y-axis” (equations 4.8b). Afterwards,
these two new points are interpolated once more time to get the new value of P (x, y)
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This method yields suitable values for each pixel in the inspection line. This new
line will be considered as an independent array of data. The position of each pixel is
taken as “x′-axis” (see figure 4.16a). According to figure 4.17, the values are passing
over all the channels and they can be described by equation 4.9. Along this new axis
the values become integer again.














0 ≤ z < 1024
z ∈ Z
(4.9)
This process continues with a image without background, but it still has noise which
should be removed. Thus, blur filter was used in order to erase noise and try to get
smooth waves. If the kernel is small (3 x 3), it will not remove peaks efficiently. Whereas
the kernel increases, results become better. Nevertheless, if it is too high, relevant
data could be dismissed. A kernel (13 x 13) works suitably for channel identification.
The results can be observed in figure 4.17, discern the channels is easier now. Some
channels are lower than the others, but, on sides, the channels are not clear enough to
differentiate them. The lowest point between two highest points is the spacing between
two channels. The assessment of data in many lines crossing the image from top to
bottom would allow finding these spacing points. Data derivation would return values
of highest and lowest points. If it is done with original data, the results would be
useless; because there are noise and they have a lot of little peaks.
















Figure 4.17: Interpolated points along one random line in image, the original image is noisy. Mean-
while, blurred image is smooth. Bottom points represent spacing between two channel
The aim is segment the image, so peaks in top and bottom are located where the first
derivate is zero (f ′(x′) = 0). These points represent the middle of each channel and
the spacing points between two consecutive channels. Working on the blurred image
presents better results finding the peaks. Afterwards, only the lowest points (zn) are
chosen; due to these represent the spacing points. Enlarging a portion of the test line
(dashed red box in figure 4.17), data after and before applying blur filter are different,
evidence for this is in figure 4.18.
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Figure 4.18: Intensity values along test line, zoom from figure 4.17
If only the conditions mentioned before are considered, some shortcomings could ap-
pear. Hence, new requirements to be consider as key points (zn) should be established.
1. f ′(x′) = 0 ⇒ z1, z2, ..., zn−1
2. zn = zmin + window ⇒ z0, zn
3. ∀{zn > (zmin + window)}
A low window is considered to dismiss noisy values below 40 pixels above minimum
value per image. The value was set after many assessment and work very well (see
figure 4.17). The first condition is given by figure 4.19, here data represents the first
derivate in a random test line. Then, all the points, which cross the value of zero, were
found. Between 0 and 240 pixels approximately there are many points which cross
zero, but in this part, third condition is not fulfilled. These points are in top as much
as in bottom, however, noise is still readable. Whereby many needless or redundant
points must be considered (see appendix H).
All the points whose values fulfill the conditions are going to be printed in a empty
image. Then, using again blur (9 x 9) filter, threshold (10) and findcontour
algorithm, the program should return patches in groups; afterwards, the center of mass
is calculated and saved; these steps can be observed in figure 4.20.
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Figure 4.19: dz = f ′(x′), peaks in the inspection line
(a) Original (b) Blur
(c) Gray + Threshold (d) Result
Figure 4.20: Processing image cropped in [630:790,750:910]
All the detected points are either on top or in bottom of wave. This process has
not always the same results due to some noise. Hence, the process should be done
many times, taking different test lines and trying to cover the whole width of image.
Sometimes, the found points are not so close and it creates new ones which are wrong,
but some conditions will avoid it:
• The test line must have at least 10 points, it means than 5 from the 11 channels
are bright enough
• Observe each found point in test line and check that points are alternated, if they
are not, discard this test line
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Figure 4.21: Top and bottom detection in [630:790,750:910], many points around one peak are con-
sidered only as one, besides the bottom is key point (z3)
Looking closely figure 4.21, many points were detected around top and also on bottom
of wave. All of them are in groups and each group represents only one point. As is
known, the image contains 11 channels, so they should be 23 points, but after many
assessment and some image inspections, the first channel (bottom of the image), and
the last channel (top of the image), are not easy to disjoin because they are blurry.
Only the lowest points are useful to find the space among channels. The number 2
is higher than 3 as is shown in figure 4.22. All of the odd numbers are bottom points;
meanwhile, on the other hand, if number 3 had been higher than 2, paar numbers
would have been bottom points. It will happen if their spacing channels is readable.
As is known that there exists two consecutive channels, these can be disaggregated.
As the first and last channel (bottom and top channels in figure 4.14) are not always
detectable, all the distances among spacing points (considering as width channel wch)
are saved. The values are shown in table 4.1. Later, the size of widest channel will be
considered as the width of first and last channel.
Steps explained before should be carried out as many times as possible. In this
research, jumping 1, 2, 3, 4, 5, 10, 20, 30, 50 and 100 pixels were tested. Checking each
pixel would be the best option, but it could take many iterations and time consumption.
After many test, jumps of 25 pixels is recommended, checking 20 test lines. Good
results to segment the channels were produced. In fact, the use of many test lines is done
due to sometimes the found points are not suitable. If many points are detected and
most of them are redundant, it would guarantee reliable points. The next restriction
should avoid considering test lines where the spacing points are not clear enough:
• The number of points per test lines must be repeated, at least 4 times in different
lines, in order to be considered as reference
• Each test line must have the same number of points as the reference has; other-
wise, all the points along this test line will be discarded
Master Thesis of Mario Eduardo Zárate Cáceres
4 Implementation 37
Figure 4.22: Found points along random test line
After the points were saved, they are compared horizontally to fit a line using linear























y = mx + b (4.10c)
Only the points, which are going to be considered as part of linear regression, are
joined by line. They obey all the condition mentioned before. The middle point of the
considered values are drawn as green. They represent the pivot points to rotate the
spacing lines (see figure 4.23a). The first and last channels do not have good quality,
but assuming that both have roughly the same width as the size of the widest channel
from each test line, these points are assumed. They fit very well and are also going to
be considered for compute channel segmentation. Once the lines have been computed,
the results are printed with red lines in figure 4.23b. These lines are little odd, because
they are not parallel to each other, although ideally, spectra are parallel.
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(a) (b)
Figure 4.23: Linear regression in channel points, the rotation angle is the same for all spac-
ing lines and is saved as ∡α (a) Points founded after inspect many inspection lines
(b) Horizontally linear regression using the spacing points
Considering the premise that all spectra are parallel, the lines should be alike. Com-
puting an average slope using equation 4.11 is possible. As all the lines have the same
slop (m), all of them have the same rotation angle. Then, it will be saved as ∡α which
is the rotation angle of spectra. Once the new slope is known, the new lines must
cross over middle points, to finally create lines which segment the image in 11 channels
(nch = 11).







The new lines with the average slope (m) were printed in green lines as shown in
figure 4.23b. Now, the image has been decomposed in 11 channels. Since this process
has many loops and high time consumption, the steps mentioned before should run
only once. Always that the system would be calibrated. Two points per each line
are going to be saved in “Channels.data” file (table 4.1), the two points represent the
boundary between line and image edge. The number of spacing lines are going to be
always number of channels plus one (nch + 1). Moreover, the width of each channel is
included (wch). The first space in table 4.1 is empty because this distance is calculated
using two consecutive points. Next time the program runs, load the “Channels.data”
calibration file will be possible. This will decrease time processing in followings runs.
The values displayed are only referential, because these will change for every taken
image, but the stored variables will be always alike.
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Table 4.1: “Channels.data” calibration file, Point1 and Point2 represent start and end coordinates
for one channel separating line, wch is the channel width between two consecutive spacing




x y x y
0 0 970 1280 967 0
1 0 892 1280 888 78.7656
2 0 813 1280 810 78.7465
3 0 752 1280 749 60.9367
4 0 698 1280 695 53.7056
5 0 641 1280 637 57.4629
6 0 580 1280 576 61.0726
7 0 517 1280 514 62.8154
8 0 472 1280 468 45.3514
9 0 393 1280 390 78.7667
10 0 314 1280 311 78.7473
11 0 235 1280 232 78.7663
4.4 Calibrating the wavelength
To display the wavelength values correctly, the measurement device has to be cali-
brated. Calibration is the setting or correcting of a measuring device or base level,
usually by adjusting it to match or conform to a dependably known and unvarying
measure. Consequently the position in pixels of wavelength values should be acquired.
As was mentioned in section 3.2.1, visible light is between 390 nm − 700 nm (VIS) of
wavelength, but their location in the acquired image are unknown. Provide light source
whose wavelength is known would help to find the position of each value. The equa-
tion 4.12 is used to get calibration wavelength coefficients, linearity coefficients. The
wavelength for spectrometers will drift slightly as a function of time and environmental
conditions [Opt10, App. A]. Periodic calibration is recommended.
λ(p) = C1 p + I (4.12)
Where:
λ: the wavelength of pixel p
C1: the first coefficient, [nm/pixel]
I: The wavelength of pixel 0
p: position, [pixels]
Rλ: the reference intensity at wavelength, λ [nm]
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Light sources whose wavelength value are known will be needed. The spectral band-
width of light source is important, the narrower it is, the easier it is to recognize its
position. The best option is to use laser diodes, an electrically pumped semiconductor
laser, which produces narrow waves with a low error (±10 nm). In this process three
laser were used, but only two were useful, the laser are shown in figure 4.24. Red and
Green laser were used. Nevertheless, Blue one was not considered because its value
(405 nm) does not appear in all the channels. Besides, when the image is acquired, the
spot is near image boundary (see appendix C).
Blue Laser
(405 nm ± 10)
Max Outout < 1mW
Class IIB
Green Laser
(532 nm ± 10)
Max Outout < 1mW
Class III
Optical fiber
(∅0.3 mm x 11)
Red Laser
(650 nm ± 10)
Max Outout<1mW
Class II
Figure 4.24: Laser diode for system calibration, but they are not used at the same time
Only these two lights were used as reference because their spectra are narrow and
useful to recognize in the image; both are shown in figure 4.25. A linear behavior among
the channels was discovered after many assessments. Whereby, only two reference light
would be enough to consider; nevertheless, many light sources were used and compared
for validate the results.
Exposure time plays again an important role acquiring images. Sometimes the image
with less exposure time is better if intensity of input light is too high. Consequently,
the background image must have been taken with the same exposure time. The image
in figure 4.26a is better than 4.26b. the first does not have too much noise and is
easier to find a spot in each channel. The spot represents the spectrum position of




Figure 4.25: (a) Red laser diode [Las16] (b) Spectrum (λ = 650 nm) (c) Green Laser diode [Las15a]
(d) Spectrum (λ = 532 nm)
used source. On the other hand, when the exposure time is too high the spot found
is wider and represent a hurdle to achieve good results. A perfect narrow light source
depends on spectrometers slit, which is in this case the optical fibers end at the same
time.
(a) (b)
Figure 4.26: Image acquired using green Laser diode with different exposure-time (a) tET = 100 ms
(b) tET = 600 ms
Ideally all spots should have a linear disposition due to the fiber optics are mounted
one next to the other. However, it is not easy make a perfect built, whereby there are
deviations among them (see figure 4.27).
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Optical Fiber
φ = 0.3 mm
Figure 4.27: Optical fiber multichannel slit-laboratory sample with 21 channels [RCN15, Fig. 6(b)]
Using the key points of each channel (table 4.1), every channel can be isolated and
processed. If a new image is used to copy each channel, the new image will have only a
spot per channel as is shown in figure 4.28b. First blur(9 x 9) filter is used to reduce
image noise (figure 4.28c). Second a threshold filter will discard the background.
As is known that the spot is the highest value in the image and the center point of this
wave is desired, the value considered will be (ymax − 80). The value found should be
greater than 100 (ymax −80 > 100), it is to avoid confusing low values with noise. Both
values 80 and 100 where found experimentally (see figure 4.28d). Third, function
findcontour returns an array of points that details contours from the binary image
using the algorithm Suzuki [S.S85]. Finally the area of these contours are calculated
with equation 4.4, and with the array of points is possible to calculate the center of
mass but only from the bigger contour. Class Moments returns zeroth and first
moment, then using equation 4.7 the center of mass is known and it is drawn as green
point in figure 4.28e. Repeating this process on each channel, in both image (green
and red laser as light source), the points can be detected (see figure 4.29). The code
which makes it is attached in appendix J.
Once the points were found, these will be compared one to each other and a new
line can be computed using linear regression as well. These lines pass across the whole
image, over the 11 channels in image. During calibration process, sometimes detect
the spot in every channel is not possible. It is due to light is not led correctly, as
was shown in figure 4.24. Since there is not exist a fixed connection this error will
be present. Common spectrometers has optical fiber with coupling screw (Optical
fiber connector such as SMA 905 or SMA 906 style); it could enhance the calibration
process. However, if at least two spots from the 11 channels are found, join them with
a line would represent the position in pixels of the wavelength. Each line (L532 nm and
L650 nm) has its own slope; in spite of they should be parallel. Whereby, new lines will
be computed using the slope average. These are rotated around a pivot point which




(a) Original image from λ = 650 nm
(b) Channel cropped
(c) Blur (9 x 9)
(d) Threshold (ymax − 80)
(e) Find contour + Center of mass
Figure 4.28: Image processing of each isolated spot, the same procedure is repeated for each channel
until generate an array of points. The same process is used in every light reference
is located in the middle of channels, as there are 11 channels, channel 6 is the middle
one. So, take a point above or below would be alike. During this process, a point below
channel 6 has been considered; the points are shown in figure 4.30. Besides, the angle
between this new slope and “x-axis” is named as “∡β” (L532 nm∡β, L650 nm∡β).
(a) (b)
Figure 4.29: Array of produced points by red and green laser diodes (a) Green, λ = 532 nm (b) Red,
λ = 650 nm






Figure 4.30: Two Wavelength Position lines were rotated around pivot point to become parallel,
besides the angle between this new slope and “x-axis” is named as “∡β”
Now, there are two line groups, one is the lines which decomposes image in channels
and the second which indicates the wavelength position. Then, the intersection between
them are computed and saved. These points will be used to find a linear equation
that relates pixels and wavelength [λ]. As shown in figure 4.31, blue points represent
a intersection between spacing points and position of wavelength, the lower intersection,
below q1, will be not considered. The distance between P1(x, y) and q1(x, y) is named
dn and its absolute array norm |dn| will be stored. The same value is calculated per
channel (d1:11) and repeated twice (L532 nm, L650 nm). All values shown could vary with
other images, but results are very similar. In order to reduce time processing and not
repeat this stage, results will be saved in a file named “ValProChannels.data”. Angle
∡β and number of tests used, (L532nm, L650nm), as well. The stored values are shown
in table 4.2. This stage is made only during calibration, next time previously stored
data will be used.
Working with the stored points, finding a relation between pixels and wavelength is
possible. The stored distances d1:11 are different, then, each channel will have a different
equation, in contrast to conventional spectrometer which only has one. Moreover each
channel will have its own range. To evaluate it, not only these two light source were
used, but also many others to compare. The values are shown in table 4.3. The p1
was made using optical filters “Metall-Interferenzfilter” which are bandpass filters, only
transmit a certain wavelength band and block others (see appendix B). The points p2
was made using “Edmund filters” which are Hard Coated Bandpass Filters, but these
have until 50 nm of FWHM. Spectra using these filters are not narrow enough, they
are wider and useless [Opt15a]. Last assessment, p3, was done only using green and
red diode laser whose wavelengths are known.


















Figure 4.31: Distance between intersection point (q1) and channel point P1 is named d1 and it will
be stored to compute later a linear equation. The same process is repeated in every
channel
Table 4.2: “ValProChannels.data” file is stored as a calibration file, afterwards this file will be used















The values were compared in a diagram shown in figure 4.32. The blue circles λ(p1)
represent the first test, the relation among these points is linear. The linear regression
made with these values is plotted in black λ(p) and fit very well with all the points.
Last assessment was made using only p3. Table 4.3 is available per each channel.
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Table 4.3: Position test of wavelength in channel 1, at the same time other channels were inspected,
however only channel 1 was considered as representative sample
Rλ[nm] p1[pixels] p2[pixels] p3[pixels]
475 178.170 – –
500 228.371 217.779 –
525 290.379 – –
532 – – 320.676
575 410.836 – –
600 469.885 479.895 –
625 551.935 – –
650 – 614.648 633.094
675 668.042 – –
700 728.954 732.007 –
725 800.643 – –
750 880.374 923.784 –
775 940.964 – –
800 1038.760 1024.830 –
Only the first channel (λch0) and the last one (λch10) were included as triangles. They
were computed using only two points, the result are parallel lines to λ(p) which was
computed using 12 points; although it is shifted in 4.13 nm. In order to find the
wavelength position, many points are not necessary. Only two suitable light sources
are enough, but these must be narrow and as accurate as possible.



















λ(p) = 0.38 · p + 415.01
λch0(p) = 0.38 · p + 410.88
λch10(p) = 0.38 · p + 387.88
Figure 4.32: Wavelength position in channel 1, λ(p1) were made using interferometers, λchx(p) were
made using laser diode, each channel has a different equation
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The aim is to recommend a calibration process easy to repeat. If three tests were
made and the last one only needed two light sources producing similar results. Thus,
this process will be recommended for next calibrations instead of the others. This
calibration process uses only two laser diode. In addition, optical filters, due to its
operating principle, enable a different bandpass depending on the angle that the optical
fiber has when it receives the light; hence, it will not produce suitable values.
As the two wavelength position lines are parallel, they have a slope alike. Consider-
ing the equation 4.12 already explained, the new value would be C1 = 0.38 for all the
channels. However, the initial value (I = λi) would be different per channel, even so
the equation 4.13 will be used for every channel. The conclusion is that the system can
inspect light into the image size (1280 x 1024). The table 4.4 shows the limits in each
channel. Perhaps, these values could change due to some mechanical changes, produc-
ing geometrical deviation. Moreover, each 2.63 pixels represents 1 nm in wavelength,
this result ease the task of computing the spectra.
λ(pn) = 0.38 p + λi (4.13)
Table 4.4: Wavelength range in channels, each channel has a different range due to image boundaries
Channel
pi = 0 [pixels] pf = 1280 [pixels]













The image has already been decomposed in 11 channels, key points of every channel
and position of wavelength are known. Then, next step is to crop each channel and
access each pixel value in order to compute spectrum. Just to recap, the position and
values in image are integer, but the points which crop the image are not necessarily
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integer numbers; otherwise, these are floating points. The used procedure before in test
lines is going to be applied again here. Bilinear interpolation, mentioned in section 4.3,
is the best way to compute (floating points) the value of each pixel, somehow keeping
relation with the original image. The aim is easier using polar coordinates. (function
phase calculates the rotation angle of 2D vectors and polarToCart calculates “x”
and “y” coordinates of 2D vectors from their magnitude. The direction of a angle
is considered in clockwise [Ope15b]). There are 4 points per channel, as shown in
table 4.1, these points enclose each channel and are represented by P1, P2, P3 and P4
in figure 4.33. If a line join the points, one channel will be enclosed and ready to be
segmented. This lines have a rotation of ∡(360◦ − α)(clockwise). Now, a new image
only with one channel using values from original image can be created. The new image




































Figure 4.33: Cropping channels from image
First, starting in P1, wherever it is, using a unit vector (|A|∠(360
◦ − α)), each point
along P1P2 will be inspected. Furthermore every step forward, using other unit vector
(|B|∠θ) every pixel along this direction is inspected until attain the line P3P4. All
the values which were found go to a new matrix (match). “θ” depends on “β” (see
equation 4.14b). The new values are located in new axis x′ and y′, which contains
one spectrum. The new matrix is shown in figure 4.34, this matrix only contains one
channel; however, original image has 11 channels. This process will be repeated until
have 11 matrix with the values of each channel. The code which makes it possible is
attached in appendix I.
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Figure 4.34: New created matrix (mat6) from channel 6 which now is region of inspect (ROI)
4.6 Computing Spectra
In contrast with a typical spectrometer which works only with linear data, image
acquired provide matrix data. Each column represents a value in wavelength, a typical
spectrometer only has one value, the assessment has between 50 and 60 pixels per
column existing redundancy data to compensate possible variations. Onwards, image
will be plotted in 3 axis to display data better, the third axis is “z” and every value
of each pixel is shown in figure 4.34. Then, each column of image is represented for
a layer, slicing the image at x′ = 600 and creating a new 2D plane. All values can be
checked independently, the new plane of inspection is shown in figure 4.35d.
As before was shown, the original data is noisy (figure 4.35a) but it improves when
the background is removed (figure 4.35b) and the result blurred (see figure 4.35c).
Observing data, blur image is the smoothest wave (see figure 4.36), besides the core
shape of data keeps without considerable changes. The more smooth the wave is,
the better spectra is computed. Furthermore, the spectra will be also smooth and
continuous without little peaks (noise).
Values in the new 2D plane have a similar distribution, the aim is to choose a
representative value. It is not simple because the values change a lot along the spectra
and are different in every channel as well. Among the different methods to compute
these values exist, four are proposed. Then, they will be compared to select the one





• Weighted Gaussian mean


































































































Figure 4.35: Matrix data (a) Original data from channel 6 (b) Background subtraction applied in
channel 6 (c) Channel 6 smoothing with filters (d) Channel 6 cropped in x′ = 600




















Figure 4.36: Data in channel 6, layer at x′ = 600
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4.6.1 Arithmetic Mean
This method considers all values along one column, but discard where the value is
located. Ideally the highest values are in the middle of channel. It is not always like




(z1 + z2 + z3 + · · · + zn) (4.15)
4.6.2 Weighted Mean
Also called contraharmonic mean, each value will be increased using different weights.
These values depend on how far they are from the maximum point. Equation 4.16
shows the general method, where value of weight is given by equation 4.17, where is z
in zmax. Whereby every pixel from axis y
′ has a different weight and only one of them







w1z1 + w2z2 + · · · + wnzn






The value zmax is explained in figure 4.37, furthermore, if equation 4.16 is multiply
by zi/zmax, it does not change values, but it brings into a new equation 4.19 which one



































2 + · · · + (zn)
2
z1 + z2 + · · · + zn
(4.19)
4.6.3 Quadratic Mean
In statistics is also known as Root Mean Square (RMS), in physics it is a characteristic
of a continuously varying quantity. Although it seems not to have considerable varying,
it will be interesting get the value in order to compare. This is calculated as the square





((z1)2 + (z2)2 + · · · + (zn)2) (4.20)
4.6.4 Weighted Gaussian mean
This method considers the position of each pixel, it starts with the aim of values are
symmetrically distributed. Thus, a pixel located in the half would have w = 1, and
the rest of points would have weight proportional to its distance from the midpoint.
Gaussian function is used as reference to calculate weights, as is observed in figure 4.38,
yi’s value is zi, but its weight depends on its position in the slide, taking wi as weight.
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Results are plotted together in figure 4.39. Arithmetic mean is the lower value
because it only considers value in z of each pixel dismissing where it is situated. Re-
peating it in every pixel of x′ to build a spectrum is possible; however axis is still in
pixels. Whereby, equation 4.13 is enough to turn values from pixels to wavelength in
nanometers.



























Figure 4.39: Channel 6 and its values, x′ = 600
Now all the values are in wavelength axis, “y-axis” will be renamed as “h”, which
will express the quantity of pixels per each wavelength value; it is expressed in counts,
it is the quantity of pixel counted. All the values computed have error among them.
Arithmetic method has the lowest result, while the highest is in Maximum value as
shown in figure 4.40. Qualitatively same result could be inferred from them, one peak
in 460 nm, a bottom near 500 nm and a width peak between 540 nm and 600 nm, a
typical distribution of white LED.
The shown spectrum only represents one of the 11 channels. Hence, using equa-
tion 4.13, all the channels can be displayed in wavelength axis as shown in figure 4.41.
In this figure only 5 of the 11 are showed, channel 11 and channel 8 are markedly
lower than the rest because some of the channels are darker than others, as a result
of difference transmittance among the 11 optical fiber; however all of them should be
equal.
The “h” scale ideally should represent the amount of light per wavelength expressed
as intensity, but this is not an easy task because it has a non-linear behavior, be-
sides it would need a intensity correction. Another hurdle would be that optical fiber
transmittance is not the best, hence this approach is not addressed in this work.
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Figure 4.40: White light LED spectrum in channel 6 applying different methods to compute it

























Figure 4.41: Channels according Gaussian Mean, in spite of they have light distribution alike, the
high is not the same. They will need a rescaling in order to display spectra as similar
as possible
In fact the results are focused in find the distribution of light regardless the amount
of intensity. Usually in applications with spectrometer the result is calculated from the
spectra, often from spectra that require active lighting, like absorption or fluorescence
[RCN15].
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4.7 Resizing spectrum per channel
The spectrum varies among channels, not in distribution, but it does in height “h”.
Channel 6 and 4 are the two which have more quantity of pixels. Considering that the
channel 6 is in the middle of diffraction grating, this channel is considered as the best
sample due to it is within the optical path the system was made for. Usually the line
detector is put where channel 6 is located now. Thus, the other channels are going to
be resize having channel 6 as reference.
In order to rescale every spectrum, a factor should be calculated. The best way to
do it is using area scaling approach. The whole spectrum area will be considered and a
proportional value among the other channels will be calculated in order to make them
quite alike. First step is to find total area per channel integrating F (λ). As these are
discrete values the using of summation between 380 nm and 780 nm is possible. When
all areas are known An, each of them is going to be divided by the middle channel area
(Ar), number 6. Then, a factor will be calculated; fn will affect each value of F (λ),













→ fn · F (λ)
(4.22)

























Figure 4.42: Rescaled channels according Gaussian Mean
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There is one fn per each channel calculated from equation 4.22. Using these value
is possible to resize each channel, achieving that 11 channel have the same spectrum
distribution. Ideally, all of them receive the same light source and should be alike; the
waves resized are shown in figure 4.42. Afterwards, the waves are closer, although there
is still some error; but definitely it is less than before. This image is only a reference,
because only some channels with Gaussian mean are shown. There are other methods
and channels.
In figure 4.43, it observes that red line represents initial size and the red area, the
error. Nevertheless after resize it, error have been significantly reduced. New resize
line is shown in green and the error is hatched. Similar results are achieved in other
channels. The aim is to display 11 spectra as similar as possible. Due to all of them
receive the same light source, select one of the methods mentioned before is important.























Figure 4.43: Error between original and rescaled image
The error showed before can be quantified and expressed as pixels2, once all methods
in every channel were evaluated, they can be compared as shown in figure 4.44. Channel
6 has not error due to it is considered as reference. The method which has the lowest
error in almost all channels is “Arithmetic mean” due to this mean does not consider
the relevance that each pixel has along the channel; in other words, the distance from
the middle point where ideally is the highest point. Hence, the other methods could
show better results because they consider position of each pixel. “Quadratic Mean”,
“Weighted mean” and “Gaussian” have almost similar error. Then, to consider any of
them makes no difference. Using a kiviat diagram all the result can be compared as
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shown in figure 4.44. It allows to opt for the best method, the worst is “Maximum
value” because it has the highest error in all methods among channels. “Gaussian
Mean” will be considered as the best option because it grants a weight depending of its
position. Points close to half will be considered more than others. Sometimes data is
lost owing to external reason which are hard to control like optical fiber transmittance,
field curvature; as result of using diffraction grating, among others. Final assessments
will corroborate whether the results can be considered as good or merely bad.
Nevertheless, factor fn, which resize the channels, will be calculated using “Arith-
metic method” because it produces the lowest error. Resize values will be calculated
only once, during calibration and using white light source. Besides fn will be saved in























Figure 4.44: Kiviat diagram shows the error in pixels2 per channel and method, channel 6 is con-
sidered as reference
Table 4.5: “scale.data” file is the last calibration file which contains the factor f to rescale channels
and they will be saved and loaded in every use
Channel f1 f2 f3 f4 f5 f6 f7 f8 f9 f10 f11
value 1.51 0.78 0.87 0.99 1.04 1.00 1.60 2.51 1.48 1.70 3.25
The complete code, which all these steps are included, is attached as “Test_image”
in folder “Program” in CD-ROM.
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Experimental results
In order to grant suitable results, these will be compared with others yielded by a
Ocean Optic Spectrometer. As every spectrometer, it needs to be calibrated as well. It
relies on previous data which was stored using reference light source (white led). Once
calibration files were stored, the system will use them in order to know exactly where
each channel is and display spectra from image data (11 channels).
5.1 Calibration process
Periodically the spectrometer should be recalibrated to overcome mechanical assembly
and current environmental conditions. The aim is to store the position of channels,
key points to compute spectra and factors to rescaling each channel. An uniform light
source will be needed. Sunlight would be the best option, but considering that having
a uniformly sunlight intensity is not always possible, it would be better to have another
controllable source. Thus, white light emitting diode (LED) is recommended to this
calibration process.
1. Getting exposure-time, place the optical in front of the white light source as
reference, when exposure-time becomes steady, fix the time
2. Take reference image, take an image of LED white light (see figure 5.1a)
3. Take background image, turn off light to take a background image
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4. Detect wavelength in image and save data, provide different images with external
sources whose wavelength are known (diode laser). Their light distribution should
be narrow (±10 nm). This process should be based in steps 1, 2 and 3. First
place the optical fiber in front of light source, once the exposure-time is steady
take an image, turn off light source and take another one
5. First run, calibration, program will use the previous image to create calibration
files which are useful to disjoin the channels and yield spectra
6. Take inspection image, the step 1, 2 and 3 must be always done; although, if
background image was saved and exposure-time fixed, inspection image would be
enough to display spectrum of each channel
Meanwhile reference image is stored, 11 channels will be decomposed as is shown in
figure 5.1b. Afterwards, it is easy to use. Place fiber optic in front of light source to
inspect, acquire an image and spectra will be displayed.
(a) (b)
Figure 5.1: (a) White LED as light source (b) Image acquired and decomposed
5.2 Displaying results
In some technique, such as absorbance or fluorescence, wavelength position values in “x-
axis” are more important than light intensity. The aim is to display spectra, as data has
already been acquired, spectra can be computed. This is a multi-channel spectrometer,
hence 11 spectra can be shown. If all of them are tested using the same light source,
spectra should be alike. Nevertheless, due to hurdles already mentioned exists some
differences among them. The following graphics will have wavelength, λ [nm] as “x-
axis” and “high [counts]” as “y-axis”.
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Assessments of the whole developed method had good results, evidence of it is fig-
ure 5.2. In this graphic spectra from LED white light is shown. Also some differences
among them are observed, channel 2 is the lower one, whereas the rest of them look
very similar. However, in all of them the light distribution is exactly the same, there
are two peaks, one in 460 nm and the other between 530 nm and 590 nm. Towards the
end, this results will be compared with a standard spectrometer.































Figure 5.2: Spectra of 11 channels using LED white light
5.3 Standard spectrometer as reference
Results are apparently good, now to compare with a reference to yield reliable result is
desired. The aim now is to use a standard spectrometer to get spectra and compare it
with the results yielded before. The equipment is a high resolution Spectrometer from
Ocean Optics. Its model is HR2000+ High-Speed Miniature Fiber Optic which provides
optical resolution as good as 0.035 nm (FWHM) and is illustrated by figure 5.3a. It
requires to be connected to a notebook or desktop PC via USB port or serial. When
it is connected to the PC it does not need an external power supply. It is useful in
chemistry and biochemistry applications.
A diagram of how light moves through the optical bench of an HR2000+ Spectrom-
eter is shown in figure 5.3. The optical bench has no moving pars that can wear or
break. All the components are fixed. Each component is enumerated and they are
explained below [Opt10, p. 16].
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(a) (b)
Figure 5.3: (a) HR2000+CG-UV-NIR Spectrometer (b) HR2000+ Spectrometer with Components
[Opt10, p. 15]
1. SMA connector, secures the input fiber to the spectrometer
2. Slit, the size of aperture regulates the amount of light that enters the optical
bench and control spectral resolution
3. Filter, restricts optical radiation to pre-determined wavelength regions
4. Collimating Mirror, focuses light entering the optical bench towards the grating
of the spectrometer
5. Grating, diffracts light from the Collimating Mirror and directs the diffracted
light onto the Focusing Mirror
6. Focusing Mirror, receives light reflected from the Grating and focuses the light
onto the CCD Detector
7. Collection lens, optional component that attaches to the CCD Detector. It fo-
cuses light from a tall slit onto the shorter CCD detector elements
8. CCD Detector, collects the light received from the Focusing Mirror or L2 Detector
Collection Lens and converts the optical signal to a digital signal
Ocean optics furnishes Spectra Suite software, a Java-based spectroscopy software
platform that operates on Windows, Macintosh and Linux operating systems and the
last version was released in 2011. In their web page there are new versions and softwares
available. Once the software was installed in the computer, the device should be
connected and it will be recognized. Then spectrometer is connected via port USB
and the optical fiber is connected to spectrometer. Spectrometer will pass the sample
information to the operating Software and immediately it will display the spectrum. If
it does not display spectrum, integration time should be regulated. Normally increasing
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this value until the spectrum is big enough. The user manual also recommends to store
a dark measurements (which represents background) in order to display only interaction
spectrometer with light source. The result is displayed on the screen as is shown in
figure 5.4 and represents the LED white light distribution.
Figure 5.4: Ocean Optics Spectra Suite
The difference between this spectrometer and the one which was used in this the-
sis are evident in table 5.1. Ocean optic uses a CCD array sensor Sony which has
2048 pixels (see figure 5.5a), whereas CMOS matrix sensor is used in this thesis.
Table 5.1: Characteristics of both spectrometers
Parameters Ocean Optics [Opt10] Proposed device
Model HR2000+CG-UV-NIR MQ013MG-E2 [Xim13]
Detector
CCD array CMOS matrix
Sony ILX-511B linear silicon EV76C560 1.3 Mpixels B&W
No. of elements 2048 pixels 1280x1024 pixels
Sensitivity 41 photons per counts at 600 nm 6600 LSB10/(Luxs)
Pixel size 14 µm x 200 µm 5.3 µm x 5.3 µm
ADC resolution 14 bits 10 bits
Power consumption 220 mA @5V DC 60.6 mA @3.3V DC
Detector range 200 − 1100 nm 380 − 900 nm
Gratings 14 gratings available 1 grating
Fiber Optic ∅2 mm x 1 + Lens (SMA 905) ∅0.3 mm x 11
Entrance aperture 5, 10, 25, 100 or 200 µm wide slits size of the entrance (∅0.3 mm)
Optical resolution 0.035 nm (FWHM) ≈ 30 nm (FWHM)
Moreover linear array sensors have bigger pixels and are more sensitive than matrix
sensor. Sony has 14-bits even more resolution, whereas Ximea only 10-bits. The range
in Ocean Optics depends on the entrance aperture (200 − 1100 nm) and, as this is an
array detector, some optics elements are needed (rectangular slit, collimating mirror
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and focusing mirror), they increase and improve the resolution, but having redundancy
in data is not possible. The range using matrix sensor depends on mechanical assembly
and sensor area (≈ 380 nm−900 nm). The split is a piece which contains a rectangular
aperture, it regulates the amount of light that enters the optical bench as is shown in
figure 5.5c. In the device, which is used in this thesis, does not exist a slit properly
said. The optical fiber itself does the slit function and leads light directly to grating
and the diffraction is received by matrix sensor.
(a) (b)
(c) (d)
Figure 5.5: (a) CCD array, Sony ILX-511B linear silicon [Ham15a] (b) CMOS matrix, EV76C560 1.3
Mpixels B&W [Xim15a] (c) Rectangular aperture, the size of the aperture regulates the
amount of light that enters and control spectral resolution [RCN15, Fig. 6a] (d) The
diameter of the optical fiber determines the size of the entrance aperture [RCN15, Fig.
6b]
The optical fiber only has ∅0.3 mm, it is one made of plastic (see figure 5.5d) without
lens in the extremes. These do not have special characteristics and are available in
market. This standard features will decrease accuracy in final results (≈ ±30 nm).
Although the standard spectrometer has characteristics which make it better, many
applications do not requires high quality such as absorbance or color measurement.Same
results can be achieved using the system explained. Finally, using this spectrometer
many samples were made. The results obtained using the same light source in both
spectrometers will be compared in next chapter.
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Discussion
6.1 Validation of results
To validate the obtained results, both standard spectrometer and multi-channel spec-
trometer will be compared using different light sources. The final result of the described
process, as the spectrometer have 11 channels, is to display 11 spectra. This spectra
will be validated comparing with the results using standard spectrometer. The dif-
ferences between them were already explained, but now their results (spectra) will be
displayed. Both will need to be connected via USB with the PC. The light source
should be put in front of optical fiber, which is the light entrance. The first test will be
the reference light that was used during all the calibration process. LED white light is
compared in figure 6.1, here only the channel 6 is compared, because it is considered
the best sample, since it is in the middle, where normally a linear detector is located.
The spectra are quiet similar; however, Ocean Optic Spectrometer due to high reso-
lution detects some little peaks which are result of external noise. The spectrum from
channel 6 does not detect these peaks, but the main shape (white LED) is alike. The
error area between these two results is shaded. Near 620 nm the spectrum from channel
6 has a little elevation produced by some external disturbance (red LED from image
sensor Ximea). The characteristic peaks from white LED is displayed in both cases,
as well as the valley near 500 nm. Considering this test as a measurement color, the
spectrum yielded by matrix sensor furnishes the relevant information to realize that
this is a white LED.
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Figure 6.1: Spectra from white light source are compared with a obtained reference using Spectrom-
eter HR2000+CG-UV-NIR
The same comparison was repeated, but this opportunity the 11 channels are dis-
played in figure 6.2. All of them have the same distribution, in spite of they do not
have the same high [counts], the shape is enough to check that these are spectra from
white LED.
































Figure 6.2: White light spectra from 11 channels are compared with Spectrometer HR2000+CG-
UV-NIR
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Afterwards, the inspection of different light sources will be shown, using three LEDs,
red, green and blue, spectra yielded are shown in figure 6.3. The combination of these
three colors produces white color. If the light is diffracted into several beams, the
spectra evidence 3 colors separately. This test was made using all possible combinations
with this 3 inputs and results are appended in appendix C.
































Figure 6.3: (Red + Green + Blue) Led spectra from 11 channels are compared with a obtained
reference using Spectrometer HR2000+CG-UV-NIR
During calibration process, mainly two sources were used, green and red diode laser,
these were used because its wavelength are known and their spectra are narrow. Using
the standard spectrometer, it was confirmed and now it can be compared using matrix
sensor (see figure 6.4).
In case of green diode laser, spectra fit in the same value (532 nm). Although, some
of them look wider than others. Moreover, the intensity level, displayed only as counts,
do not reach the same value, despite the same light source was used. A similar sample
was done using red laser and also blue laser (see appendix D). The last one was not
used in calibration process, due to in the lower channels it does not fit within the range
(410 nm − 870 nm), so it is not helpful. The ranges per channel were calculated and
displayed in table 4.4.
One of the advantages of using multi-spectral channel, in contrast to standard spec-
trometer, is the ease to inspect 11 different inputs instead of only one. Promptly,
taking advantage of it, many spectra are going to be checked and compared with the
reference acquired using standard spectrometer.
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Figure 6.4: Green laser diode (532 nm) spectra from 11 channels are compared with a obtained
reference using Spectrometer HR2000+CG-UV-NIR
Fluorescence spectroscopy is used for a wide variety of biomedical purposes [Lak13].
Using a light beam (ultraviolet light UV), electrons in molecules of certain compounds
are excited and it causes them to emit light, not always visible light. The spectrometer
using a diffraction grating isolates the incident light and fluorescent light. Fluorescence
spectroscopy is used in, among others, biochemical, medical, and chemical research
fields for analyzing organic compounds [Wik15a].
(a) (b)
Figure 6.5: Dyomics Dye Marker (a) Liquids with natural light (b) When the fluids receive Ultra-
violet light (UV), these have a emission in a certain wavelength, optical fiber of both
spectrometer are located in front of bottles to inspect their behavior
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In order to see the result that the multi-channel spectrometer yield, some fluorescent
dyes will be tested. These are in bottles inside a black box to avoid external light. All
of them look very similar, except the two ones in the middle which have different colors
(see figure 6.5a), even so, knowing their exactly color is not possible. But when they
receive ultraviolet light (UV) as is shown in figure 6.5b, they react and emit light in
a certain wavelength. This fluorescence test were made using the next elements, from
left to right respectively:
• Orange excitation (DY-605), emission max at 624 nm [Dyo15d]
• UV-Megastokes (DY-350XL), emission max at 610 nm[Dyo15a]
• Rhodamine 6G (RH-6G), emission max at 566 nm [Wik15b]
• UV-Megastokes (DY-370XL), emission max at 473 nm [Dyo15b]
• Pyranine (HPTS), emission max at 511 nm [Sab15, p. 253]
• Orange Excitation (DY-594), emission max at 615 nm [Dyo15c]
When fluorescent dyes are excited, they emit light in a certain wavelength and they
can be seen using the multi-channel spectrometer. Figure 6.6 evidences that the result
are good. Although the high is not similar, it can recognize the emittance value
near 620 nm. Whether intensity is not good enough, this is due to the dyes markers,
because the standard spectra achieved results alike. The results from the other fluids
are appended in appendix E.


























Figure 6.6: Absorption/emission test using Dynomics Dye Marker [Dyo15e]
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A final test was made using a calibration light source, the HG-1 Mercury Argon lamp
[Opt16b]. This is used by Ocean Optic to calibrate their spectrometers. It has strong
mercury and argon emission lines (nm), the narrow waves are compared in figure 6.7.

































Channel 1 Channel 2 Channel 3 Channel 4
Channel 5 Channel 6 Channel 7 Channel 8
Channel 9 Channel 10 Channel 11
Figure 6.7: Spectra using HG-1 Mercury Argon Calibration Light source manufactured by Ocean
Optics, isolated channels are attached in CD
The last figure is evidence that the results obtained are accurate, despite they do not
have height alike. The position and wave distribution are similar. Hence, comparing
the wide waves, the system has an estimated resolution of 30 nm and an measurement
uncertainty of ±5 nm. More results are in folder “Results”, attached in a CD-ROM.
6.2 Considerations and limitations
The system has some factors which reduce the accuracy. As was mentioned before,
optical fiber plays the slit function and how it does not limit light entrance, the spec-
trum diffracted loses precision. Thus, displaying lines or narrow waves as is shown in
figure 6.8 will not be possible. This would be the minimum size of a received spot. In
this figure, the spot is produced in 546.08 nm by calibration light source. So, if this
narrow line produces this spot, it will be the minimum detectable value.
Master Thesis of Mario Eduardo Zárate Cáceres
6 Discussion 70












Figure 6.8: Acquired image using calibration light source, HG-1 Mercury Argon lamp
The commonly used optical fiber in spectrometer is wider and have lens in extremes
as well as slit to limit light entrance into the optic elements. The amount of light,
which arrives to diffraction grating, depends on transmittance of optical fiber. The 11
used fibers do not present same transmittance. Thus, the channels do not receive same
light intensity. Due to transmittance problems, to use it with samples which has good
intensity is recommended. The system will find the best exposure-time to acquire an
image.
Other problem could occur when the image sensor is assembled. In contrast to
conventional spectrometer which have many optic elements, this only presents image
sensor and diffraction grating, even so, this two elements should be fixed to avoid
mechanical problems. It could be produced due to the screws (see figure 6.9) have
free space and if it is not adjust, the sensor will move. It will change the field of view
(FOV) and disable the calibration. Hence, the sensor should be fixed to the plastic
base to avoid it. Number of channels is limited by height image (1280 pixels) and the





Figure 6.9: Mounted sensor on diffraction grating, if the sensor it is not well adjusted, it will produce
clearance which could displace image and wavelength range
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Optical fiber
Figure 6.10: LEDs disposition in Ximea sensor [Xim13, p. 37]
The process includes background subtraction, but firstly the image which sensor
receive should be completely dark. The used sensor has 3 LEDs which are indicated
in figure 6.10. Their functions are Status 1, Status 2 and Power. Two of the three
LEDs can be turned off setting the next parameter (XI_PRM_LED_SELECTOR) in Ximea
hardware, but the power LED always is On. It is a constant interference because it is
always present in images. This interference should be discarded considering as part of
background. If ideally the background had been dark, their spectra would have been
like the spectra shown in figure 6.11. The bump presents approximately in 590 nm
represents the mentioned power LED. The rest keeps constant around a value, it is
produced by the background which is not completely dark. It can not be compared
with a reference because the power LED affects directly the image sensor.































Figure 6.11: Background spectra, the bumps near 600 nm are produced by the power LED which
could ruin final results
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Summary and Outlook
Reduce noise from the acquired image is possible subtracting the background, obviat-
ing hot pixels and using filters through image processing. The result yield necessary
information to compute spectra. The exposure-time is an important feature and the
inspected image and background must always have the same exposure-time value.
Image region which contains spectra information can be found without many hurdles
whether a suitable white light source is used. Then using the data, the spectra can be
computed and displayed. Thus, make a multi-channel spectrometer is a feasible task
since a matrix sensor is utilized.
The results show that a multi spectral imaging can show wavelength between 400 nm
and 800 nm with an estimated resolution of 30 nm. It is not very accurate; although, it
has an estimated precision of ±5 nm. Nevertheless, it is enough for some applications
such as fluorescence or LEDs measurement. This feature can be enhanced with optical
fibers made of glass and using lens at the end, although it could increase initial price.
In future works the developed code could be improved to reduce run-time and display
spectra in real time while the light source is inspected. Afterwards, the algorithm can
be improved and tested in mobile phones, taking advantages from camera’s sensor.
The calibration process was done with the assumption that the wavelength has a lin-
ear distribution. Another approach could be applied, such as quadratic, cubic, among
others. These assessments can confirm if the first approach was good enough or refute
it with better results.
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